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Introduction

This manual describes "SI Log Setting Ultility for Windows" (hereinafter referred to as the
"software") provided by Seiko Instruments Inc. (hereinafter referred to as "SII").

Notation in This Manual

The notation in this manual is described.

Operation and Display

In principle, this manual is written on the basis of the following conditions:
« Screenshots and display layouts of Windows 10

« Operating instructions with a mouse and a keyboard

Operating System Abbreviations

The operating system abbreviations used in this manual are listed below.

Operating System Abbreviation
General Microsoft® Windows® Windows
Microsoft® Windows® 11
Windows 11
Microsoft® Windows® 11 loT Enterprise
Microsoft® Windows® 10
Microsoft® Windows® 10 loT Enterprise
Windows 10

Microsoft® Windows Server® 2019
Microsoft® Windows Server® 2016

Microsoft® Windows® 8.1
Microsoft® Windows® Embedded 8.1 Industry Windows 8.1
Microsoft® Windows Server® 2012 R2
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Terms

The terms used in this manual are defined as below.

Term Description

Printer driver "SIl Printer Driver for Windows" for SLP720RT/SLP721RT series

Folder displayed by the following operations:

Printer folder [Devices and Printers] folder displayed by selecting [Control Panel] =>
[Hardware and Sound] => [Devices and Printers]

Symbols

The symbols used in this manual are described below.

Caution
“ @ Notes and limitations are described. “
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Chapter 1 Overview

This chapter describes the overview of this software.

This software is for setting log output of the target products.

1.1 Operating Environment

The operating environment of this software is described.

1.1.1 System Environment

The system environment of this software is shown below.

Item Specifications

Microsoft® Windows® 11 (64 bits)

Microsoft® Windows® 11 loT Enterprise (64 bits)

Microsoft® Windows® 10 (32 bits and 64 bits)

Microsoft® Windows® 10 loT Enterprise (32 bits and 64 bits)
Operating System Microsoft® Windows Server® 2019 (64 bits)

Microsoft® Windows Server® 2016 (64 bits)

Microsoft® Windows® 8.1 (32 bits and 64 bits)

Microsoft® Windows® Embedded 8.1 Industry (32 bits and 64 bits)
Microsoft® Windows Server® 2012 R2 (64 bits)

1.1.2 Target Products

The products covered by this software are as follows.

Printer Software
SLP720RT Seri = "SIl Printer Driver for Windows" for SLP720RT/SLP721RT series
SLP721RT Serice" « "SIl SDK for Windows" for SLP720RT/SLP721RT series

= "SlI Printer Setting Utility for Windows" for SLP720RT/SLP721RT series

*1: The sales destination is Japan only.



Chapter 2 Installation

This software is installed at the same time with the printer driver.

For the installation procedure of the printer driver, see the installation part of "SlI Printer Driver for
Windows User’s Guide" for SLP720RT/SLP721RT series.



Chapter 3 Method of Operation

This chapter describes the startup and the setting screen of the software.

3.1 Startup

The startup procedures of the software are described below.

Start the software by one of the following methods.

Start from Start Menu or Start Screen

e For Windows 11

Select [All apps] - [Smart Label Printer RT Series] - [Log Setting Utility] from Start menu, and then
the software starts up.

e For Windows 10

Select [Smart Label Printer RT Series] - [Log Setting Utility] from Start menu, and then the software
starts up.

e For Windows 8.1

Click the down arrow displayed in the bottom left of the tile menu of the Start screen.
Click [Smart Label Printer RT Series] - [Log Setting Utility] from [Apps] view, and then the software
starts up.



Start from Printer Properties

1. Display the sub menu by right clicking the printer icon displayed in [Printer Folder].
2. Select [Printer Properties] from the displayed sub menu.

3. Display the following screen by selecting the [Utility] tab in the [Printer Properties] screen.
Click the [Log] button in the [Utility] tab, and then the software starts up.

0 S OO0 Properties >
General Sharng Ports  Advanced Color Management Securty Device Settings  Utility
Information EhEEplg*r,riitgé_—FltUS and inforrmation of
SII @ |
. Manages the function settings of
Memory Switch the printer.
SIT OO0
Printer Driver Set output of print data for each
Print Job b, PUROTP
Version 3.0
Test Print g:éemtES and outputs test print
File Version
GPD THHK Registers images for logos or
Rendering KK NV Image watermarks to the printer.
Interface DHHK
Processor THNK .
) - Registers user page 1-byte font
Monitor DK Codepage to the printer.
LUtility DK
SOHC Tt
Service : Saves and reads driver settings.
KKK Others g
E = 1 Launch log setting utility.
QK Cancel Apphy

Figure 3-1 [Utility] Screen



3.2 Screen Layout

The screen layout of the software is described.

B2 Il Log Setting Utility for Windows Ver xx.x — X

®) Enabled  (O) Disabled
Log
1days ~ 'd

Leg Settings
Error (® Enabled  (C) Disabled
Warning (@ Enabled  (C) Disabled
Information @) Enabled (O Disabled
Debug ®) Enabled (O Disabled
Leg Output
C\ProgramDatatsihLegs Open...
Setting Button
Apply
Figure 3-2 [Log] Screen
3.2.1 Log Setting Screen
Name Description ("  ": Initial Value)
Enables or disables the log output.
Enabled
- Disabled
When "Enabled" is selected, select the retention period.
- 1day
- 3days
-10 days
Log -30 days
90 days
The output log is cleared when the retention period elapses regardless of
whether log output is enabled or disabled at the time.
The actual retention period may be longer by 1 day at maximum.
However, the output log is not cleared while the software for
SLP720RT/SLP721RT series does not operate.
The maximum size of a log file is about 32 MB. When it exceeds the
maximum size, a new log file is created and stored up to the retention period.
Log Settings™ Sets the level of the log output.
Used to select whether to output logs that are in error level.
When "Enabled" is selected, the log is output if an error that processing
Error cannot be continued is detected.
Enabled
-Disabled

Log Setting Screen




Name Description ("  ": Initial Value)

Used to select whether to output logs that are in warning level.

When "Enabled" is selected, the log is output if an error within a range that
Warning processing can be continued is detected.

-Enabled
-Disabled

Used to select whether to output logs that are in information level.

When "Enabled" is selected, information such as history of basic operation is
Information output by log.

Enabled

-Disabled

Used to select whether to output more detailed debug information than
information level by log.

When "Enabled" is selected, history of more detailed operation than
Information is output by log as a dump log.

Debug -Enabled

-Disabled

The maximum size of a dump log is 256 bytes. When it exceeds the
maximum size, the subsequent dump log will not be output.

Displays the log output destination.
The log output destination and the file name are as follows:

Output destination:

<System Drive>:\ProgramData\SI\Logs\<Category Name>

Log Output File name:

<yyyyMMdd>.log

However, when the log file exceeds the maximum size, the file name is
changed to <yyyyMMdd_hhmmssfff)>.log, and a new <yyyyMMdd>.log
is created.”

Opens the route folder in which log files of each category are stored.

Open... The output destination cannot be changed.

*1: Not available when [Log] is "Disabled".
*2: The meanings of the symbols used for the file name are as follows. Each value comes from System Clock of Windows.
yyyy : Year
MM : Month
dd: Day
hh: Hour
mm:  Minute
ss:  Second
fff Millisecond

3.2.2 Setting Button

Name Description

Determines the log output contents and starts the log

Apply output.




3.3 Function

The function of the software is described.

3.3.1 How to Set Log Output

This section describes how to set log output.

Click the [Apply] button.

o b=

Click the * [Close] button on the title bar to exit the software.

Start the software in the procedure of "3.1 Startup" to display the following screen.
Select "Enabled" in [Log] and select the retention period.
Select each item of [Log Settings].

BE Sl Log Setting Utility for Windows Verxox

Leg
Log Settings
Error
Warning
Infarmation
Debug
Log Output

ChProgramData\SihLegs

(®) Enabled

1days

(®) Enabled
(®) Enabled
(® Enabled

(®) Enabled

() Disabled

L

() Disabled
() Disabled
) Disabled

() Disabled

Open...

Apply

Caution

@ [Apply] of the log output requires logon to the computer with administrator privileges.

€ Avoid unnecessary log output since the operation of the printer driver may be heavy when

the log output is enabled.

@ Log output may not be possible when the log file is kept open.
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3.4 Log File Format

This section describes the log file format.
Logs are recorded in a log file for each line, and the file format has the following meanings.

[MM/dd hh:mm(ss.fff)] [Process info] [Lv] [Module] Message

Name Description

The log output time is recorded.
The meanings of the symbols are as follows:

MM : Month
Log output time dd: Day
[MM/dd hh:mm(ss.fff)] hh: Hour

mm : Minute
ss: Second
fff:  Millisecond

Process information

. The process information is recorded.
[Process info]

The log level is recorded.
The meanings of the symbols are as follows:

Log level E: Error
[Lv] W : Warning
I: Information
D: Debug

Module identification name

The module identification name is recorded.
[Module]

Message A message is recorded.
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@ Seiko Instruments Inc.
S I I J 1-8, Nakase, Mihama-ku, Chiba-shi,
Chiba 261-8507, Japan
Print System Division

Telephone:+81-43-211-1106
Facsimile:+81-43-211-8037

Seiko Instruments USA Inc.

Thermal Printer Div.

21221 S. Western Avenue, Suite 250, Torrance, CA 90501, USA
Telephone:+1-310-517-7778 Facsimile:+1-310-517-7779

Seiko Instruments GmbH

Siemensstrasse 9, D-63263 Neu-Isenburg, Germany
Telephone:+49-6102-297-0 Facsimile:+49-6102-297-222
info@seiko-instruments.de

Seiko Instruments (H.K.) Ltd.
4-5/F, Wyler Center 2,200 Tai Lin Pai Road, Kwai Chung, N.T., Kowloon, Hong Kong
Telephone:+852-2494-5160 Facsimile:+852-2424-0901

(Specifications are subject to change without notice.)
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